
Specially designed for hazardous environments, the high pressure 
cleaner hot water 100% electric (training and heating) PERFECT is 
European Directive ATEX 2014/34/UE Zones 1 & 2 certified and 
produces no emissions in the air (neither fumes nor Exhaust gas and 
no flame).
Its robust design and user-friendly features make it  the ideal solution 
for your puddle cleaning applications, oil stains, derrick cleaning, pipe 
& tubing (indside and outside), etc. 
It is used both in Onshore and offshore and meets all your cleaning 
needs in hazardous environments that you work in the fields Oil & 
Gas, sifting, etc.
Hydro-France designs and manufactures high pressure cleaners for 
your specific applications for over 35 years.
For any request, do not hesitate to consult us.
///

专为易爆环境设计， PERFECT 100％电加热热水高压清洗器（电机
与热水器）符合欧洲ATEX 2014/34/EU 1区和2区防爆指令，不向空
气中产生排放物（无烟雾排放， 无废气排放，无火焰产生）。

该设备通过了ATEX 1区和2区的认证，它是您清洁水坑、油渍、井架、
钻井管道内部及外部的理想设备，既可用于陆地，也可用于海上，可
满足您在油气筛分等危险工作环境中的所有清洁需求。其鲁棒设计
及操作的简易性，使之成为石油和天然气能源清洗领域的最佳选
择。

Hydro-France在特定应用设计和制造高压清洗设备领域已有35年
多的历史。

如有任何需求，请随时咨询我们。

PERFECT
ATEX HP Cleaner
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6.181101
6.181208

6.181102, 6.181103
6.181212, 6.181104, 6.181113

6.181105

ATEX 2014/34/UE



Indication
参数

ATEX Zone 2 :  ExI I3GcIIBT4
ATEX Zone 1 :  ExI I2GcIIBT4 (Optional / 选项)

Reference
型号 6.181101 6.181208 6.181103 6.181212 6.181113

Pressure 
压力 170 bar 140 bar 250 bar 210 bar 170 bar

Flow water
流量 13 L/min 15 L/min 23 L/min 28 L/min 32 L/min

Delta T (= Out T - Inlet T)
Delta T (= 出口温度 – 进水口温度) 28 °C 24 °C 50 °C * 46 °C * 40 °C *

Alimentation
电源

400 V
50 Hz
50 A

460 V
60 Hz
50 A

400 V
50 Hz
111 A

460 V
60 Hz
111 A

400 V
50 Hz
111 A

Engine
发动机 4 kW 4 kW 11 kW 11 kW 11 kW

Speed rotation pump
泵转速 1450 tr/min 1750 tr/min 1450 tr/min 1750 tr/min 1450 tr/min

Weight
重量 700 kg 700 kg 850 kg 850 kg 850 kg

Explosion-proof electrical engine
防爆电机 ✓ ✓

High pressure pump with ceramic plunger
陶瓷柱塞高压泵 ✓ ✓

Explosion-proof electrical box
防爆电箱 ✓ ✓

Heating by explosion-proof electrical resistance
防爆电阻加热 1 1 2

Self-priming pump
自吸泵 ✓

Towable stainless steel frame, aisi 316
AISI 316L不锈钢底盘 ✓ ✓

Slinging point
悬挂吊索点 ✓

Filtration 
过滤系统 ✓

Double filtration
双过滤系统 ✓

Black high pressure hose
黑色高压软管 20 m 30 m

Lance
清洗枪 1 1

On request 
定制

Trailer frame
拖车底盘组合 ✓ ✓

Other power
其它动力 ✓ ✓

Stainless steel hose reel aisi 316
AISI 316L不锈钢软管卷盘 ✓ ✓

Rotating nozzle / 旋转喷嘴
Certification : Zone 1 Ex II2GcIIBT4 / 认证 : 1区 Ex 
II2GcIIBT4
Certification slinging points / 吊索认证

✓ ✓

* For a continuously operated handle operation. But in working mode you will have about 10°C more.
* 用于连续按压手柄操作。在工作模式下，温度将会升高10°C

Contact us for other configuration
如需获取其它配置请联系我们。

PERFECT
ATEX HP Cleaner Technical description

技术说明
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